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Enclosures for batteries
Surface mounted, DIN rail mounted

Tamper switch detecting 
enclosure opening ‒ 1 piece

Closing ‒ screwed ‒ 2 
pieces

Spacers (plastic) ‒ 8mm Removable front cover Holes for PKAZ107

Applies to AWO401 enclosure

Accessories:

Sample product:
AWO401

Code
Recomended battery/batteries

Surface
mounted

DIN rail mounted
(Required set: 

PKAZ107)

External dimensions 
of enclosure: 
W×H×D+D1 
[+/- 2mm]

External dimensions 
of front panel: 

W1×H1 
[+/- 2mm]7Ah 17Ah 28Ah 44Ah 65Ah

AWO401 1× 1× ― ― ― ✓ ✓ 205×190×81+8 209×189

AWO402 2× 2× 1× 1× ― ✓ ― 230×202×173+8 234×201

AWO403 4× 4× 2× 1× 1× ✓ ― 390×202×173+8 394×201

Metallic enclosures for batteries are designed as supplementary elements for 
Intrusion Detection Systems, Access Control systems, etc. 
Dedicated for surface mounting of maintenance-free lead-acid batteries of 
following capacities: 7Ah / 17Ah / 28Ah / 44Ah / 65Ah.  
In addition, when using PKAZ107, it is possible to mount enclosure on DIN rail 
(TH35) ‒ only AWO401. 
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